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PROVIDES A MEMBRANE 
SEALED IN THE WALL 

The purpose of this method o! waterproof¬ 
ing is to stop leaks in masonry walls above 
grade by providing an impenetrable mem¬ 
brane barrier within the wall 

Units have been designed to be easily and 
quickly laid in brickwork as it is built and 
to obtain a continuous barrier throughout 
the entire exterior wall area and around 
all openings for doors and windows. 

Overlapping joints are completely sealed 
as they are laid. All corners are provided 
with carefully designed units that are 
locked with a standard wall unit at these 
vulnerable points. 

COMPLETE PROTECTION FROM 
FOUNDATION TO ROOF 

Structural steel, pipes and conduits are 
completely sheathed. The entire perimeter 
of the window is flashed. The system be¬ 
gins at the top of the foundation wall and 
is sealed to the roof flashing. 

SIMPLE TO INSTALL 

Waterproofers work side by side with brick¬ 
layers. The entire system is installed with 
a minimum of delay. 

STRENGTH OF WALL IS 
MAINTAINED 

Tests made at Columbia University show 
that the introduction of the units does not 
weaken the wall. After thorough investi¬ 
gation by its engineers, the Board of Stand¬ 
ards and Appeals of the City of New York 
have approved the system without quali¬ 
fication on ail steel construction. 

THE MATERIAL IS DURABLE 

A section ol unit was removed from a 
wall where it had been for 8 years. Exami¬ 
nation of this piece indicates no perceptible 
deterioration and therefore, a considerable 
life expectancy. 

MODERATE COSTS 

The cost is moderate. Comparative cost 
figures are available wherever the system 
was used as an alternate method. These 
figures indicate an additional cost of about 
one per cent of the cost of the building for 
the installation of the units. Computed as 
an insurance item for the first ten (10) years 
of the life of the building, definite saving 
is effected. 

INSTALLATION 

Units are installed by expert and experi¬ 
enced workmen. These workmen are super¬ 
vised by the Staff engineers who are the 
men who have developed the system. Units 
are manufactured from material made to 
specifications and in accordance with spe¬ 
cific job details. 

GUARANTEE 

Not one penny has ever had to be spent 
for remedial waterproofing by owners on 
buildings where these units have been in¬ 
stalled. 


TYPICAL INSTALLATIONS FOR VARIOUS 
WALL CONSTRUCTIONS 


External Corner Showing Sill and Lintel 
Protection 


Section Through* Wall Showing Bond at 
Headers 


Units Used with Various Standard Types of Cinder Concrete, 
Cement or Terra Cotta Blocks 


























PROOF OF THE EFFECTIVENESS OF THE BRISK SYSTEM 


Buildings tested through two hurricanes 

On September 21, 1938, a hurricane of unprece¬ 
dented intensity struck Long Island. Many of the 
buildings directly in the path of this storm had been 
waterproofed by means of Brisk Pre-Formed Water¬ 
proofing Units. An immediate survey was made of 
these buildings by our engineers. In no case was 
there any leakage in the walls protected by Brisk 
Units. Another hurricane in some respects even more 
violent occurred in September of 1944 with like re¬ 
sults. 


Easily demonstrated to Architects 
and Contractors 

We have prepared an exhibit demonstrating the 
practicability and construction details of the Brisk 
system. This consists of photographs, scale models, 
samples of materials and a complete motion picture 
of the construction of buildings using these units. 
This exhibit can be seen by any architect by appoint¬ 
ment. 
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The map above shows the portion of tong Island which received 
the full impact of the hurricane and indicates the location of 
important buildings protected by Brisk Pre-Formed Waterproof¬ 
ing Units. How these buildings withstood the force of the storm 
is explained at top of the page. 

Right: 

W. C. Mepham High 
School 

Bellmore, Long Island, 

N. Y. 

Frederic P. Wiedersum, 

Architect 


High School, Riverhead, Long Island, N. Y. 
William La Fon, Architect 


Suffolk County Infirmary and Home 
Yaphank, Long Island, N. Y. 
Bishop & Metcalf, Architects 


Photos by Wurts Bros. New York City 


Left: 

Stewart School 
Garden City East, 
Long Island, N. Y. 
Tooker & Marsh, 
Architects 

Right: 

First Reformed Church 
West Sayville, 
Long Island, N. Y. 
Leslie M. Dennis, 
Architect 





















































UNDER “WATERPROOFING” 

This Contractor shall furnish and install a complete sys¬ 
tem of Brisk pre-formed waterproofing units built in the 
exterior masonry walls as indicated on the drawings 
and installed in accordance with these specifications. 

The units are to form a complete built-up membrane 
within the walls, covering the entire area from tcp of 
foundation walls to roof or underside of copings. These 
units shall be sealed to all window and door frames or 
any other openings in the wall. They shall be carried 
in front of all beams, columns, pipe chases and re¬ 
cesses. They shall be carried around all corners, so 
as to maintain the continuity of the membrane. All 
joints shall be lapped at least 4" and sealed with mas¬ 
tic. Special shapes shall be provided as required. All 


units, standard or special, shall be set in accordance 
with the details shown and as required. 

This Contractor shall furnish a satisfactory list of suc¬ 
cessful prior installations of this type. 

UNDER “BRICKWORK” 

The Contractor for the work herein specified shall pro¬ 
vide for the pre-formed waterproofing units as herein¬ 
before specified as the brickwork proceeds and shall 
carefully follow all details for this procedure and shall 
do this work under the direction of the manufacturers 
and to their satisfaction. All headers and bonding are 
to be arranged and carried out according to the details 
and to provide for the proper installation of the water¬ 
proofing units as shown. 



Voorhees, Walker, Foley & Smith 

Frederic P. Wiedersum. 

Wm. J. Provoost. 

Hart, Freeland & Rogers.. 

Tooker & Marsh. 

W. G. Armstrong. 

Starrett & Van Vleck 
Reginald E. Marsh 

MacKie & Kamrath. . 

Adolph Knappe . 

Mack <& Sahm. 

Lawrence C. Licht. 

Whitman S. Wick_ _ 

W. L LaFon. 

Carl W. Clark.. 

Wilson & Rahm. . 

Steitz & Holder. 

Anthony J. De Pace 

Jesse J. Hamblin. 

Howard S. Patterson_ 

Ferrenz 6c Taylor. 

Dittmars 6c Roberts. 

Walford & Wright__ 

Coffin 6c Coffin__ 

R. W. Foote... 

L. J. Lincoln. 

Mayer 6c Whittlesey. 

Daniel Perry. 

Andrew Fritz... . 

Lewis Inglee 

Arnold V. Cook_ 

Lester B. Scheide 

W. T. Schaardt. 

Robert A. Willgoos. 

Sears & Foote. 


15 Telephone Buildings—N. Y. 
20 Schools—N. Y. 

8 Buildings—Conn. 

Office Building—Tenn. 

15 Schools—N. Y. 

2 Office Buildings—Canada 

3 Schools—N, Y. and Conn. 
Office Building—Texas 

3 Schools—N. Y. 

School—Penn. 

9 Schools—N. J. 

2 Public Buildings—N. Y. 

3 Schools—N. Y. 

School—N. Y. 

2 Schools—N. Y. 

2 Schools—N. J. 

4 Buildings—N. J. 

School—Conn. 

2 Schools—N. Y. 

Institution—N. J. 

3 Schools—Alabama 
9 Schools—Virginia 

2 Schools—Conn, and N. J. 

2 Buildings—Conn. 

Court House—N. Y. 
Apartment House—N. Y. 
High School—N. Y. 

School—N. Y. 

2 Schools—N. Y. 

2 Public Buildings—N. J. 
Hospital—N. Y. 

3 Public Buildings—N. Y. 
Medical Building—N. J. 
School—Conn. 
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